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Ideal system for mammography evaluations.  The
CrystalViewer enhances productivity by allowing the
radiologist to adjust luminance to the intensity needed
for each image’s density. The motorized vertical shade
spans the width of each light box, eliminating the
problem of light leakage that occurs between divided
shade systems. Each vertical shade has two
programmable settings.

The CrystalViewer’s dual independent belt system
allows one belt to move while the other remains
stationary. Thus, the radiologist can scroll through an
unlimited number of the patient’s earlier films while
current mammograms remain constantly in view. The
two 100-frame belts combine for a capacity of up to 800
films (24 x 30 cm).

Easy to learn and control.  The CrystalViewer’s digital control panel has been arranged for effortless use. It
includes belt action controls, Previous/Next buttons, an integrated keypad for random frame selection,
buttons for adjusting luminance and the vertical shades, and a Liquid Crystal Display. The keypad provides a
quick, efficient method for reading films that are not placed sequentially on the viewer. The LCD shows at-a-
glance status of the luminance setting and belt position.

Specifications

Product Number .....................................08-00972
Luminance

Range ............................................. Exceeds ACR recommendations for mammography
Dimming .........................................5 positions

Lamps .....................................................4 – 48-inch daylight fluorescent lamps per tier; 40 Watts each
Viewing format ....................................... 4-over-4 (24 x 30 cm);  6-over-6 (18 x 24 cm)
Viewing area (WxH) ...............................102 x 30 cm (40 x 12 inches) per belt
Films

Transport mechanisms ..................2 single-tier, horizontal belts; 100 frames per belt
Capacity, total ................................800–24 x 30 cm;  1,200–18 x 24 cm

Masking
Vertical ............................................One motorized shade (per tier); programmable preset positions
Horizontal ....................................... Two manual shutters (left and right) per tier

Frame access
Next/Prior ....................................... Standard buttons
Specific Frame Access ..................Numeric keypad integrated with control panel

Dimensions, in inches
Shipping (WxHxD) .........................62 x 62.5 x 30, including casters
Operating (WxHxD) .......................62 x 62.5 x 42, including casters
Desk  (WxHxD) ..............................40 x 29 x 12
Depth of leg space .........................21

Weight ....................................................615 lbs.
Electrical .................................................118 VAC, 60 Hz, 10 Amps
Color Temperature Rating ..................... 6,500 K
Maximum Heat Output ........................... 2,870 BTU/hr
Certifications/Listings ............................UL and Canadian UL



3

Mammography
800-231-1747 •  www.ssxray.com

��
��

Perfect for high-volume screening centers.  The
MS824 mammography viewer provides a cost-
effective solution for high-volume centers. The
single-belt system supports 800 films  in a 4-over-4
format, thus ensuring that radiologists won’t spend
extra time waiting for film to be loaded/unloaded.

At your fingertips.  The control panel includes
Next and Prior buttons to ensure the radiologist can
efficiently screen films. Two motorized vertical and
two manual horizontal shades provide quick film
masking.

Specifications
Product Number .....................................08-00984
Luminance

Range ............................................. Exceeds ACR recommendations for mammography
Dimming .........................................5 positions

Lamps .....................................................4 – 48-inch daylight fluorescent lamps per tier; 40 Watts each
Viewing format ........................................4-over-4 (24 x 30 cm);  6-over-6 (18 x 24 cm)
Viewing area (WxH) ................................ 102 x 64 cm (40 x 25 inches)
Films

Transport mechanism .................... 1 dual-tier, horizontal belt; 100 frames per tier
Capacity, total ................................. 800–24 x 30 cm;  1,000–18 x 24 cm

Masking
Vertical ............................................ One continuous motorized shade per tier
Horizontal ....................................... Two manual shutters (left and right)

Frame access
Next/Prior ........................................Standard buttons
Specific Frame Access ..................Optional keypad for numeric entry (AutoSelect)

Dimensions, in inches
Shipping (WxHxD) .......................... 62 x 62.5 x 30, including casters
Operating (WxHxD) ........................62 x 62.5 x 42, including casters
Desk  (WxHxD) ...............................40 x 29 x 12
Depth of leg space .........................21

Weight .....................................................615 lbs.
Electrical .................................................117 VAC, 60 Hz, 10 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 3,600 BTU/hr
Certifications/Listings .............................UL and Canadian UL
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Three years of films at once.  The MS880 single-belt
system is wide enough to present twelve 24 x 30 cm
mammography films concurrently. Thus, the radiologist
can comfortably view three years of film without ever
changing belt frames.

At your fingertips.   The control panel includes Next
and Prior buttons to ensure the radiologist can quickly
and efficiently screen films.

Specifications

Product Number .....................................08-00987
Luminance

Range ............................................. Exceeds ACR recommendations for mammography
Dimming .........................................5 positions

Lamps .....................................................6 – 60-inch daylight fluorescent lamps per tier; 50 Watts each
Viewing format ........................................6-over-6 (24 x 30 cm);  8-over-8 (18 x 24 cm)
Viewing area (WxH) ................................147 x 64 cm (58 x 25 inches)
Films

Transport mechanism ....................1 dual-tier, horizontal belt; 65 frames per tier
Capacity, total ................................. 780–24 x 30 cm;  1,040–18 x 24 cm

Masking
Vertical ............................................One continuous motorized shade per tier
Horizontal ....................................... Two manual shutters (left and right) per tier

Frame access
Next/Prior ........................................Standard buttons
Specific Frame Access ..................Optional keypad for numeric entry (AutoSelect)

Dimensions, in inches
Shipping (WxHxD) ..........................69 x 62.5 x 30, including casters
Operating (WxHxD) ........................69 x 62.5 x 42, including casters
Desk  (WxHxD) ...............................58 x 29 x 13
Depth of leg space .........................21

Weight .....................................................700 lbs.
Electrical .................................................117 VAC, 60 Hz, 10 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 3,600 BTU/hr
Certifications/Listings .............................UL and Canadian UL
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Vertical answer to mammography reading.  The VistaViewer
for mammography features a high-capacity vertical belt and
automated shades to support reading centers concerned with
efficient through-put. The viewer offers high luminance for
reading dense mammograms. The VistaViewer holds up to 1,200
18 x 24 cm films with no strings to distract or obscure the
images; morever, the belt can be configured for displaying 14 x
17 inch radiographs. The frame is designed to allow the
radiologists to comfortably stretch their legs while reading films.

Improved radiologist efficiency.  During film placement, the
technologist can program the VistaViewer to remember the
positions for the four independent curtains for each frame. Thus,
when the radiologist accesses a particular frame, the shades
will automatically adjust to the appropriate setting for the
displayed films. The VistaViewer also has an optional variable
intensity bright spot with joystick control for focusing on extra-
dense areas of film. When activated, the spotlight automatically finds the non-shaded area.

At your fingertips for security and ease of use.  The standard touchpad controls put random frame selection,
as well as lighting and shade management at the radiologist’s fingertips. Next and Previous buttons support
quick movement during sequential film reading; the standard Foot Switch also can be used for this purpose. To
conserve, energy, the VistaViewer includes an auto-shutoff feature that triggers after 30 minutes of inactivity.
To ensure patient data confidentiality, the viewer has a security code feature that limits access to films. Four
convenience outlets installed in the front of the viewer allow for easy installation of such accessories as a spot
light and voice recorder.

Specifications
Product Number ........................ 08-01002
Luminance ................................. Exceeds ACR

recommendations for
mammography

Dimming ................................ 5 positions
Lamps ........................................ 10 fluorescent lamps;

40 Watts each
Viewing format .......................... 4-over-4 (24 x 30 cm);

6-over-6 (18 x 24 cm);
3 across (14 x 17 inch)1

Viewing area (WxH) .................. 102 x 64 cm (40 x 25
inches)

Films
Transport mechanism ........... 1 vertical belt; 100

frames
Capacity, total ....................... 800–24 x 30 cm;

1,200–18 x 24 cm

Masking
Vertical ................................... Two motorized shutters;

programmable frame memory
Horizontal .............................. Two motorized shutters;

programmable frame memory
Frame access

Next/Prior .............................. Standard buttons
Specific Frame Access ......... Numeric keypad integrated with

control panel
Dimensions, in inches

Operating (WxHxD) ............... 61.25 x 72 x 44.5, including casters
Shipping (WxHxD) ................ 61.25 x 72 x 30, including casters
Desk  (WxHxD) ..................... 57 x 28 x 14.5

Weight ....................................... 840 lbs.
Electrical .................................... 118 VAC, 60 Hz, 10 Amps;

four convenience outlets
Color Temperature .................... 6,500 K
Maximum Heat Output .............. 3,600 BTU/hr
Certifications/Listings ............... UL and Canadian UL
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CrystalViewer MS824 MS880 VistaViewer
Belt Changer ..........................................08-00904 08-00904 08-00904 N/A
Film Jacket File ......................................08-00982 08-00713 08-00934 N/A
Foot Switch ............................................. Standard 20-00007 20-00007 Standard
Frame Selection Keypad .......................N/A 08-00059 08-00059 N/A
Movable Spotlight ..................................N/A N/A N/A 08-01039

CrystalFile
Left ..................................................08-00980L N/A N/A N/A
Right ...............................................08-00980R N/A N/A N/A

Desktop High-Intensity Illuminator
Bright Spot .....................................188 188 188 188
Bright Spot, Swivel ........................188SM 188SM 188SM 188SM
CoolBrite 3 .....................................08-00928 08-00928 08-00928 08-00928
CoolBrite 4i .....................................08-00923 08-00923 08-00923 08-00923

Image Magnifier
Panoscope .....................................08-00907 08-00907 08-00907 08-00907
........................................................08-00936 08-00936 08-00936 08-00936
Panoscope II ..................................08-00993 08-00993 08-00993 08-00993

Instrument Mounting Arm†
Fixed ...............................................08-00985 08-00717 08-00717 N/A
Pivoting ...........................................08-00986 08-00718 08-00718 N/A

† Specify left- or right-side mounting



7

Mammography + General Radiology
800-231-1747 •  www.ssxray.com

�����������

When you screen both mammograms and 14 x 17-
inch films.  The film belts on the FlexiViewer support
a wide variety of films, from 14 x 17-inch to 18 x 24
cm. Moreover, films of various sizes can be intermixed
throughout the dual, horizontal belts for more
convenient reading.

The viewer’s independent belt system allows one belt
to move while the other remains stationary. Thus, the
radiologist can scroll through an unlimited number of
the patient’s earlier films while current films remain
constantly in view. The vertical shades span the width
of each light box, thus masking mammograms no
matter where they’re placed on the wide viewing area.

Easy to learn and control.  The FlexiViewer’s digital
control panel has been arranged for effortless use. It
includes belt action controls, Previous/Next buttons, an integrated keypad for random frame selection,
buttons for adjusting luminance and the vertical shades and a Liquid Crystal Display. The keypad provides a
quick, efficient method for reading films that are not placed sequentially on the viewer. The LCD allows at-
a-glance status of the luminance level and belt position.

Specifications

Product Number .....................................08-00976
Luminance

Range ............................................. Exceeds ACR recommendations for mammography
Dimming .........................................5 positions

Lamps .....................................................6 – 60-inch daylight fluorescent lamps per tier; 50 Watts each
Viewing format ........................................4-over-4 (14 x 17 inch);  6-over-6 (24 x 30 cm);  8-over-8 (18 x 24 cm)
Viewing area (WxH) ................................ 145 x 43 cm (57 x 17 inches) per belt
Films

Transport mechanism .................... 2 single-tier, horizontal belt; 50 frames each
Capacity, total ................................. 400–14 x 17 inch;  600–24 x 30 cm;  800–18 x 24 cm

Masking
Vertical ............................................ One motorized shade (per tier); two programmable preset positions
Horizontal ....................................... Two manual shutters (left and right) per tier

Frame access
Next/Prior ........................................Standard buttons
Specific Frame Access ..................Numeric keypad integrated with control panel

Dimensions, in inches
Shipping (WxHxD) .......................... 69 x 74 x 30, including casters
Operating (WxHxD) ........................69 x 74 x 42, including casters
Desk  (WxHxD) ...............................57 x 29 x 14
Depth of leg space .........................21

Weight .....................................................740 lbs.
Electrical .................................................117 VAC, 60 Hz, 10 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 3,070 BTU/hr
Certifications/Listings .............................UL and Canadian UL

HORIZONTAL BELTS
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The perfect choice for multi-film reading.  The VersaViewer
supports both 14 x 17 inch and mammography-sized films on a
vertical belt, allowing the radiology department to mix or match
film sizes with equal security of film retention. The combination
of a large viewing area and a customized vertical belt allows the
radiologist to see three years of mammography studies (18 x 24
cm films) concurrently for the ultimate in film comparison
efficiency! The frame is designed to allow the radiologists to
comfortably stretch their legs while reading films.

For fast, efficient reading. Moreover, during film placement,
the technologist can program the VersaViewer to store the
positions for the four independent curtains for each frame. Frame-
specific shading improves efficiency by reducing the radiologist’s
time spent on adjusting the viewer for proper reading conditions.

The viewer also has an optional variable intensity bright spot with
joystick control for highlighting and focusing in on extra dense
areas of film. When activated, the spotlight automatically finds
the non-shaded area.

At your fingertips.  The standard touchpad controls put frame selection, as well as lighting and shade management
at the radiologist’s fingertips. Next and Previous buttons support quick movement during sequential film reading;
an optional Foot Switch also can be used for this purpose. To conserve, energy, the VersaViewer includes an
auto-shutoff feature that triggers after 30 minutes of inactivity. To ensure patient data confidentiality, the viewers
have a security code feature that limits access to films. Four convenience outlets installed in the front of the
viewer allow for easy installation of such accessories as a spot light and voice recorder.

Specifications

VERTICAL BELT

Product Number ........................ 08-01005
Luminance ................................. Exceeds ACR recommendations

for mammography
Dimming ................................ 5 positions

Lamps ........................................ 14 fluorescent lamps;
50 Watts each

Viewing format .......................... 4-over-4 (14 x 17 inch);
6-over-6 (24 x 30 cm);
8-over-8-over-8 (18 x 24 cm)

Viewing area (WxH) .................. 145 x 89 cm (57 x 35 inches)
Films

Transport mechanism ........... 1 vertical belt (customized);
100 frames

Capacity, total ....................... 400–14 x 17 inch;
800–24 x 30 cm;
1,200–18 x 24 cm

Frame access
Next/Prior .............................. Standard buttons
Specific Frame Access ......... Numeric keypad integrated with

control panel

Masking
Vertical ................................... Two motorized shutters;

programmable frame
memory

Horizontal .............................. Two motorized shutters;
programmable frame
memory

Dimensions, in inches
Operating (WxHxD) ............... 73.5 x 79 x 44.5, including

casters
Shipping (WxHxD) ................ 73.5 x 79 x 30, including

casters
Desk  (WxHxD) ..................... 69 x 30 x 14.5

Weight ....................................... 840 lbs.
Electrical .................................... 118 VAC, 60 Hz, 10 Amps;

four convenience outlets
Color Temperature .................... 6,500 K
Maximum Heat Output .............. 3,600 BTU/hr
Certifications/Listings ............... UL and Canadian UL
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........................................................ FlexiViewer VersaViewer
Belt Changer ...........................................08-00904 N/A
Film Jacket File ...................................... 08-00719 N/A
Foot Switch ............................................. Standard MV220-2
Frame Selection Keypad ........................N/A N/A
Movable Spotlight ...................................N/A 08-01040

Desktop High-Intensity Illuminator
Bright Spot ...................................... 188 188
Bright Spot, Swivel .........................188SM 188SM
CoolBrite 3 ...................................... 08-00928 08-0092
CoolBrite 4i .....................................08-00923 08-00923

Image Magnifier
Panoscope...................................... 08-00907 08-00907
........................................................ 08-00936 08-00936
Panoscope II ..................................08-00993 08-00993

Instrument Mounting Arm*
Fixed ...............................................08-00985 08-00717
Pivoting ...........................................08-00986   08-00718

* Specifiy left- or right-side mounting
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Versatile vertical viewer for high-volume centers.  The
MV220 and MV400 have been designed to support radiology
centers in need of high-capacity motorized viewers. The
durable plastic film grips on the MV220 and MV400 retain 14
x 17 inch films as well as smaller ones with equal security.
Each grip’s narrow size minimizes the space between the top
and bottom tier for ease of comparison.

The viewers have an optional variable intensity bright spot with
joystick control for highlighting and focusing in on extra dense
areas of film. When activated, the spotlight automatically finds
the non-shaded area.

At your fingertips.  The standard touch pad controls put frame
selection, as well as lighting management at the radiologist’s fingertips. Next and Previous buttons support
quick movement during sequential film reading; an optional Foot Switch also can be used for this purpose.
To conserve, energy, the viewers includes an auto-shutoff feature that triggers after 30 minutes of inactivity.
To ensure patient data confidentiality, the viewers have a security code feature that limits access to films.

Specifications

........................................................MV220 MV400
Product Number .....................................MV220 MV400
Lamps .....................................................4 daylight fluorescent lamps per section 4 daylight fluorescent lamps per section

........................................................ (4 sections per tier); 15 Watts each (4 sections per tier); 15 Watts each
Dimming .........................................5 Positions 5 Positions

Viewing Format ....................................... 4-over-4 (14 x 17 inch) 4-over-4 (14 x 17 inch)
Viewing Area (WxH) ...............................145 x 89 cm (57 x 35 inches) 145 x 89 cm (57 x 35 inches)
Films

Transport mechanism ....................One vertical belt; 55 frames One vertical belt; 100 frames
Capacity, total ................................. 220–14 x 17 inch 400–14 x 17 inch

Masking ..................................................Optional Optional
Frame Access

Next/Prior function ..........................Built-in buttons Built-in buttons
Numeric Entry ................................. Keypad integrated into the controls Keypad integrated into the controls

Dimensions, in inches ............................
Operating  (WxHxD) .......................69 x 78 x 43.5, including casters 69 x 78 x 43.5, including casters
Shipping  (WxHxD) .........................69 x 78 x 27.5, including casters 69 x 78 x 27.5, including casters
Desk  (WxHxD) ...............................69 x 30 x 13.5 69 x 30 x 13.5
Depth of leg space .........................21 21

Weight .....................................................1,140 lbs. 1,190 lbs.
Electrical .................................................118 Volts; 60 Hz AC; 10 Amps maximum 118 Volts; 60 Hz AC; 10 Amps maximum
Color Temperature Rating ......................6,500 K 6,500 K
Maximum Heat Output ........................... 4,000 BTU/hr 4,000 BTU/hr
Certifications/Listing ...............................UL and Canadian UL UL and Canadian UL

VERTICAL BELT
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Ideal system for multi-study evaluations.  The
MV4000A provides an independent belt system that
allows one belt to move while the other remains
stationary. Thus, the radiologist can scroll through an
unlimited number of the patient’s earlier films while the
current radiographs remain constantly in view.

Improving radiologist efficiency.  The viewer
provides motorized vertical shades in the center panels
for efficiency in viewing a specific film. The optional
AutoSelect System adds the ability to quickly move to a
selected frame, while the optional foot switch provides
“hands-free” belt movement.

Specifications
Product Number .....................................08-00704
Lamps .....................................................2 lamps per section (4 sections per tier); proprietary LampSaver System

Dimming .........................................5 positions
Viewing format ........................................4-over-4 (14 x 17 inch)
Viewing area (WxH) ................................ 145 x 43 cm (57 x 17 inches) per belt
Films

Transport mechanism .................... 2 single-tier, horizontal belts; 50 frames per belt
Capacity, total ................................. 400–14 x 17 inch

Masking .................................................. Two (vertical) motorized shades in the center segment of each tier
Frame access

Next/Prior ........................................Optional (AutoSelect)
Specific Frame Access ..................Optional keypad for numeric entry (AutoSelect)

Dimensions, in inches
Shipping (WxHxD) .......................... 69 x 74 x 30, including casters
Operating (WxHxD) ........................69 x 74 x 41.5, including casters
Desk  (WxHxD) ...............................57 x 29 x 14
Depth of leg space .........................21

Weight .....................................................940 lbs.
Electrical .................................................117 VAC, 60 Hz, 9 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 4,000 BTU/hr
Certifications/Listings .............................UL and Canadian UL

HORIZONTAL BELTS

Options Shown:  AutoSelect and Footswitches
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Ideal for Emergency Rooms and low-volume centers.
The MV3200A is a single-belt system that holds up to
200 14 x 17-inch films, and has a conveniently located
storage bin for film jackets. This viewer is a cost-
effective solution for emergency rooms and low-volume
imaging centers.

Improving radiologist efficiency.  The viewer provides
motorized vertical shades in the center panels for
efficiency in viewing a specific film. The optional
AutoSelect System adds the ability to quickly move to a
selected frame, while the optional foot switch provides
“hands-free” belt movement.

Specifications

Product Number .....................................08-00914
Lamps .....................................................2 lamps per section (4 sections in lower tier); proprietary LampSaver System

Dimming .........................................5 positions
Viewing format ........................................4-bank (14 x 17 inch)
Viewing area (WxH) ................................145 x 43 cm (57 x 17 inches)
Films

Transport mechanism ....................1 single-tier, horizontal belt; 50 frames
Capacity, total ................................. 200–14 x 17 inch

Masking ..................................................Two (vertical) motorized shades in the center of the light box
Frame access

Next/Prior ........................................Optional (AutoSelect)
Specific Frame Access ..................Optional keypad for numeric entry (AutoSelect)

Dimensions, in inches
Shipping (WxHxD) ..........................69 x 74 x 30, including casters
Operating (WxHxD) ........................69 x 74 x 41.5, including casters
Desk  (WxHxD) ...............................57 x 29 x 14
Depth of leg space .........................21

Weight .....................................................820 lbs.
Electrical .................................................117 VAC, 60 Hz, 6 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 2,800 BTU/hr
Certifications/Listings .............................UL and Canadian UL

HORIZONTAL BELTS

���������	��
��������
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Options Shown:  Footswitch
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Horizontal belt and 4-bank illuminator combined.
The MV3000A combines a single-belt motorized viewer
with a stationary 4-bank illuminator as a cost-effective
solution for emergency rooms and low-volume imaging
centers. As such, the viewer can store and quickly recall
up to 200 14x17-inch films, while the illuminator
provides comparative viewing of four films. With this
unique combination, the radiologist can scroll through an
unlimited number of the patient’s earlier films while
current films remain constantly in view.

Improving radiologist efficiency.  The optional
AutoSelect System adds the ability to quickly move to a
selected frame, while the optional foot switch provides
“hands-free” belt movement.

Specifications

Product Number .....................................08-00703
Lamps .....................................................2 lamps per section (4 sections per tier); proprietary LampSaver System

Dimming .........................................5 positions
Viewing format ........................................4-over-4 (14 x 17 inch)
Viewing area (WxH) ................................ 145 x 43 cm (57 x 17 inches)
Films

Transport mechanism .................... 1 single-tier, horizontal belt; 50 frames
........................................................ 4-bank illuminator above belt
Capacity, total ................................. 204–14 x 17 inch

Masking .................................................. Two (vertical) motorized shades in the center segment of lower tier
Frame access

Next/Prior ........................................Optional (AutoSelect)
Specific Frame Access ..................Optional keypad for numeric entry (AutoSelect)

Dimensions, in inches
Shipping (WxHxD) .......................... 69 x 74 x 30, including casters
Operating (WxHxD) ........................69 x 74 x 41.5, including casters
Desk  (WxHxD) ...............................57 x 29 x 14
Depth of leg space .........................21

Weight .....................................................820 lbs.
Electrical .................................................117 VAC, 60 Hz, 7 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 2,800 BTU/hr
Certifications/Listings .............................UL and Canadian UL

HORIZONTAL BELT

Shown Above: Four Bank Illuminator
over 200-Frame Belt.

Options Shown:  Footswitch
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A compact, full-service viewer.  The MV200DT is small
enough to sit on a desktop, yet capable of displaying up
to 200 14x17-inch films. Due to its small footprint, this
motorized viewer can be sited in Emergency Rooms,
Intensive Care Units or cramped reading rooms.

The MV200DVS is a modified version of the MV200DT.  This system can be incorporated in the S&S
Digital Viewing Station as part of the unique PACS viewing solution, allowing the physician to view hard-
and soft-copy images simultaneously.

Improving radiologist efficiency.  The MV200DT provides motorized vertical shades in the center panels
for efficiency in viewing various film sizes. For both models, the optional AutoSelect system adds the ability
to quickly move to any selected frame, which helps to optimize consultations with attending physicians.
Another option, the foot switch, provides the capability of “hands-free” belt movement.

Specifications

.................................................. MV200DT MV200DVS
Product Number ............................... 08-00723 08-00925
Lamps ............................................... 2 lamps per section (4 sections total) 2 lamps per section (4 sections total)
Viewing format .................................. 4-bank (14 x 17 inch) 4-bank (14 x 17 inch)
Viewing area (WxH) .......................... 145 x 43 cm (57 x 17 inches) 145 x 43 cm (57 x 17 inches)
Films

Transport mechanism .............. 1 single-tier, horizontal belt; 50 frames 1 single-tier, horizontal belt; 50 frames
Capacity, total ........................... 200–14 x 17 inch 200–14 x 17 inch

Masking ............................................ Two (vertical) motorized shades in the N/A
.................................................. center segments

Frame access
Next/Prior .................................. Optional (AutoSelect) Optional (AutoSelect)
Specific Frame Access ............ Optional keypad for numeric entry (AutoSelect) Optional keypad for numeric entry (AutoSelect)

Dimensions, in inches
Shipping (WxHxD) .................... 67 x 29 x 27 67 x 29 x 27
Operating (WxHxD) .................. 67 x 29 x 27 67 x 29 x 27
Desk  (WxHxD) ......................... N/A N/A
Depth of leg space ................... N/A N/A

Weight ............................................... 400 lbs. 500 lbs.
Electrical ........................................... 117 VAC, 60 Hz, 6 Amps 117 VAC, 60 Hz, 6 Amps
Color Temperature Rating ................ 6,500 K 6,500 K
Maximum Heat Output ..................... 2,800 BTU/hr 2,800 BTU/hr
Certifications/Listings ....................... UL and Canadian UL UL and Canadian UL

HORIZONTAL BELT
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Durable, reliable systems.  The MV200A and MV300A
motorized viewers have set the industry standard for
reliability and durability. Each viewer has 50 Plexiglas
panels for rapid, sequential access to 14 x 17 inch films.
The MV300A’s wide viewing area supports 6-over-6 film
placement. Grips at the top and bottom of each panel keep
films in place.

Just what’s needed.  The MV200A and MV300A have
two levels of illumination per 14 x 17-inch light panel,
thus ensuring the radiologist can read darker films at the
flip of a switch. A standard footswitch provides easy
access to the next or previous panel.

And a little more.  The viewers have an optional joystick-
controlled variable intensity bright spot that can be
positioned anywhere on the viewing surface for interpreting
dense areas on radiographs. The bright spot is 3.5 inches in
diameter, and has a dimmer control. For enhanced access to
films, the viewers also provide an optional Automatic Controller
with keypad for specific panel selection.

Specifications

MV200A MV300A
Product Number .....................................MV-200A MV-300A
Lamps .....................................................5 daylight fluorescent lamps per section 5 daylight fluorescent lamps per section;

........................................................ (4 sections per tier); 15 Watts each (6 sections per tier); 15 Watts each
Dimming .........................................2 levels 2 levels

Viewing format ........................................4-over-4 6-over-6
Viewing area (WxH) ................................ 142 x 89 cm (56 x 35 inches) 213 x 89 cm (84 x 35 inches)
Films

Transport Mechanism ..................... 50 Plexiglas panels; vertical travel 50 Plexiglas panels; vertical travel
Capacity, total ................................. 200–14 x 17 inch 300–14 x 17 inch

Masking .................................................. N/A N/A
Frame Access

Next/Prior function .......................... Footswitch Footswitch
Numeric entry ................................. Optional Automatic Controller Optional Automatic Controller

Dimensions, in inches
Shipping  (WxHxD) .........................91 x 82 x 29, including casters 119 x 82 x 29, including casters
Operating  (WxHxD) .......................71.5 x 93.5 x 43.5, including casters 99.5 x 93.5 x 43.5, including casters
Desk  (WxHxD) ...............................71.5 x 30 x 15 99.5 x 30 x 15
Depth of leg space .........................15 15

Weight .....................................................1,850 lbs. 2,200 lbs.
Electrical* ................................................118 Volts; 60 Hz AC; 10 Amps maximum 118 Volts; 60 Hz AC; 15 Amps maximum
Color Temperature Rating ......................6,500 K 6,500 K
Maximum Heat Output ........................... 4,100 BTU/hr 4,100 BTU/hr
Certifications/Listing ...............................UL UL

VERTICAL PANELS

* Separate lines should be provided for motor and lamp circuits to avoid lamp flicker.  Motor 1/2HP 9 AMPS, Lighting 10 or 15 AMPS (depending on model).

Shown Above: MV200A
Options Shown:  MV200T joystick

control for moving Bright Spot.
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Durable, reliable systems. The QT in the name refers to
the quiet microprocessor-based operation of these motorized
viewers. Each viewer has 50 Plexiglas panels for rapid,
sequential access to 14 x 17 inch films. The MV300QT
supports 6-over-6 film placement. Grips at the top and
bottom of each panel keep films in place.

Automated for security and efficiency.  For enhanced film
interpretation, the viewers have an Automatic Controller to
adjust lighting and access specific panels; an LED indicates
which panels are in view. Next and Previous buttons support
quick movement during sequential film reading; the standard
Foot Switch also can be used for this purpose.

And a little more.  The viewers have an optional joystick-
controlled variable intensity bright spot that can be
positioned anywhere on the viewing surface for interpreting
dense areas on radiographs; the bright spot is 3.5 inches in
diameter, and has a dimmer control. To conserve, energy, the
viewers include an auto-shutoff feature that triggers after 30 minutes of inactivity. To ensure patient data
confidentiality, the viewers have a security code feature that limits access to films.

Specifications

MV200QT MV300QT
Product Number .....................................MV-200QT MV-300QT
Lamps .....................................................4 daylight fluorescent lamps per section 4 daylight fluorescent lamps per section;

........................................................ (4 sections per tier); 15 Watts each (6 sections per tier); 15 Watts each
Dimming .........................................5 levels 5 levels

Viewing format ........................................4-over-4 (14 x 17 inches) 6-over-6 (14 x 17 inches)
Viewing area (WxH) ................................142 x 89 cm (56 x 35 inches) 213 x 89 cm (84 x 35 inches)
Films

Transport Mechanism ..................... 50 Plexiglas panels; vertical travel 50 Plexiglas panels; vertical travel
Capacity, total ................................. 200–14 x 17 inch 300–14 x 17 inch

Masking ..................................................N/A N/A
Frame Access

Next/Prior function ..........................Built-in buttons, Foot Switch Built-in buttons, Foot Switch
Numeric entry ................................. Standard Keypad Standard Keypad

Dimensions, in inches
Shipping  (WxHxD) .........................91 x 82 x 29, including casters 119 x 82 x 29, including casters
Operating  (WxHxD) .......................71.5 x 93.5 x 43.5, including casters 99.5 x 93.5 x 43.5, including casters
Desk  (WxHxD) ...............................71.5 x 30 x 15 99.5 x 30 x 15
Depth of leg space .........................15 15

Weight .....................................................1,850 lbs. 2,200 lbs.
Electrical* ................................................118 Volts; 60 Hz AC; 12 Amps maximum 118 Volts; 60 Hz AC; 15 Amps maximum
Color Temperature Rating ......................6,500 K 6,500 K
Maximum Heat Output ........................... 4,100 BTU/hr 4,100 BTU/hr
Certifications/Listing ...............................UL and Canadian UL UL and Canadian UL

VERTICAL PANELS

* Separate lines should be provided for motor and lamp circuits to avoid lamp flicker.  Motor 1/2HP 9 AMPS, Lighting 10 or 15 AMPS (depending on model).

Shown Above: MV200QT
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Ideal for low-volume imaging centers and ERs.
Because the MV48 and MV72 have a small footprint,
they can easily be moved from room to room and plugged
into any standard electrical outlet. Thus they are
particularly useful in an emergency room or in ICUs to
provide on the spot review of patient’s past and present
films.

These viewers are true random access systems, meaning
the system does not cycle through all frames to reach the
desired one for faster film access time. The viewer name
indicates its capacity for 14 x17 inch films. Both viewers
have individual lighting per the 8 viewing sections, and
durable Plexiglas panels with film grips. Adjustable thin
nylon cords hold films securely in place without
obstructing vision.

With some convenient extras. A sturdy work desk (model MV48AB or MC72AB) can be added to the
viewer for improved reading conditions; it has a contoured top and divided storage sections. Alternatively, an
optional folding shelf (model MV48AC) can be added to either viewer. An optional  remote control unit
(model MV48RC or MV72RC) allows selection and change of frames while retaining full freedom of
movement for the operator and an unobstructed view of the subject films for the members of the viewing
audience.

Specifications

........................................................ MV48 MV72
Product Number .....................................MV48 MV72
Lamps .....................................................Vertical, daylight fluorescent; 15 Watts each Vertical, daylight fluorescent; 15 Watts each

Dimming .........................................N/A N/A
Viewing format ........................................4-over-4 (14 x 17 inches) 4-over-4 (14 x 17 inches)
Viewing area (WxH) ................................ 142 x 89 cm (56 x 35 inches) 142 x 89 cm (56 x 35 inches)
Films

Transport Mechanism ..................... 12 Plexiglas panels; randomly accessed 18 Plexiglas panels; randomly accessed
Capacity, total ................................. 48–14 x 17 inch 72–14 x 17 inch

Masking .................................................. N/A N/A
Frame Access

Next/Prior function .......................... N/A N/A
Numeric entry ................................. Push buttons for selecting panels in pairs Push buttons for selecting panels in pairs

Dimensions, in inches ............................
Shipping  (WxHxD) .........................70 x 79 x 21, including casters 70 x 79 x 24, including casters
........................................................  (24.5 deep with shelf)
Operating  (WxHxD) .......................70 x 79 x 34, including casters & shelf 70 x 79 x 34, including casters & shelf
Folding Shelf  (WxHxD) ..................70 x 30 x 13 70 x 30 x 13
Depth of leg space .........................13 13

Weight .....................................................850 lbs. 900 lbs.
Electrical .................................................118 Volts; 60 Hz AC; 10 Amps maximum 118 Volts; 60 Hz AC; 10 Amps maximum
Color Temperature Rating ......................6,500 K 6,500 K
Maximum Heat Output ........................... 4,000 BTU/hr 4,000 BTU/hr
Certifications/Listing ...............................ETL ETL

VERTICAL PANELS, RANDOM ACCESS

Shown Above: MV72 with standard shelf
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Rapid film access time.  The random access capability
of the MV112 series viewers minimizes the disruption of
clinician consultation with rapid non-sequential retrieval
of any film on the viewer and quick return to the film
being interpreted. For closer study, a touch of a switch
brings the upper viewing tier to the lower viewing area
and automatically turns off the illumination in the upper
section.

The MV112 series have a film capacity of 112 14 x 17-
inch films (greater with smaller films). The viewers have
individual lighting per the 8 viewing sections, and
durable Plexiglas panels with film grips. Adjustable thin
nylon cords hold films securely in place without
obstructing vision.

MV112A Film Storage.  For faster film reading, the MV112A has a 28-frame magazine (model MV112AM)
with collapsible handles and pivot wheels. It can be preloaded and easily rolled from viewer to viewer.
Additional magazines can be purchased to increase the department’s viewing capacity, as needed.

Specifications

MV112A MV112B
Product Number .....................................MV112A MV112B
Lamps .....................................................Vertical, daylight fluorescent; 15 Watts each Vertical, daylight fluorescent; 15 Watts each

Dimming .........................................N/A N/A
Viewing format ........................................4-over-4 (14 x 17 inches) 4-over-4 (14 x 17 inches)
Viewing area (WxH) ................................142 x 89 cm (56 x 35 inches) 142 x 89 cm (56 x 35 inches)
Films

Transport Mechanism ..................... 28 Plexiglas panels; randomly accessed 28 Plexiglas panels; randomly accessed
Capacity, total ................................. 112–14 x 17 inch 112–14 x 17 inch

Masking ..................................................N/A N/A
Frame Access

Next/Prior function ..........................N/A N/A
Numeric entry ................................. Push buttons for selecting panels in pairs Push buttons for selecting panels in pairs

Dimensions, in inches
Shipping  (WxHxD) .........................86 x 79 x 29, including casters 86 x 79 x 29, including casters
Operating  (WxHxD) .......................72.5 x 78 x 46, including leveling legs 72.5 x 78 x 46, including leveling legs
Desk (WxHxD) ................................72.5 x 30 x 18 72.5 x 30 x 18
Depth of leg space .........................17 17

Weight .....................................................1,800 lbs. 1,500 lbs.
Electrical .................................................118 Volts; 60 Hz AC; 10 Amps maximum 118 Volts; 60 Hz AC; 10 Amps maximum
Color Temperature Rating ......................6,500 K 6,500 K
Maximum Heat Output ........................... 4,000 BTU/hr 4,000 BTU/hr
Certifications/Listing ...............................ETL ETL

VERTICAL PANELS, RANDOM ACCESS

Shown Above:  MV112B, Frames are
stored within the viewer.
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Rapid film access time.  The MV216 Random Access
viewer is ideal for high-volume applications, where
short access time to any film on the viewer is required.
The random access feature minimizes the disruption of
clinician consultation with rapid non-sequential
retrieval of any film on the viewer and quick return to
the film being interpreted. For closer study, a touch of a
switch brings the upper viewing tier to the lower
viewing area and automatically turns off the
illumination in the upper section.

The MV216 has a film capacity of 216 14 x 17-inch
films (greater with smaller films). The viewer has
individual lighting per the 8 viewing sections, and
durable Plexiglas panels with film grips. Adjustable
thin nylon cords hold films securely in place without
obstructing vision.

Specifications
Product Number .....................................MV216
Lamps .....................................................Vertical, daylight fluorescent; 15 Watts each

Dimming .........................................5 positions
Viewing format ........................................4-over-4 (14 x 17 inch)
Viewing area (WxH) ................................ 142 x 89 cm (56 x 35 inches)
Films

Transport mechanism .................... 27 Plexiglas panels, randomly accessed
Capacity, total ................................. 216–14 x 17 inch

Masking .................................................. N/A
Frame access

Next/Prior ........................................N/A
Specific Frame Access ..................Push buttons for selecting panels in pairs

Dimensions, in inches
Shipping (WxHxD) .......................... 86 x 82 x 29, including casters
Operating (WxHxD) ........................72.5 x 81 x 46, including leveling legs
Desk  (WxHxD) ...............................72.5 x 37 x 18
Depth of leg space .........................17

Weight .....................................................1,600 lbs.
Electrical .................................................118 VAC, 60 Hz, 10 Amps
Color Temperature Rating ......................6,500 K
Maximum Heat Output ........................... 4,000 BTU/hr
Certifications/Listings .............................ETL

VERTICAL PANELS, RANDOM ACCESS
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Belt Viewers

......................................................... MV200DT/DVS MV220 MV400 MV3000A MV3200A MV4000A
Belt Changer ............................................ 08-00904 N/A N/A 08-00904 08-00904 08-00904
Desk or Shelf ........................................... Standard Standard Standard Standard Standard Standard
Film Activated Switch .............................. N/A N/A N/A 08-00710 N/A N/A
Foot Switch .............................................. 20-00007 MV220-2 MV220-2 20-00007 20-00007 20-00007*
Frame Selection Keypad ......................... 08-00059 Standard Standard 08-00059 08-00059 08-00059
Movable Spotlight .................................... 08-00720 MV220S** MV400S** 08-00720 08-00720 08-00720

Desktop High-Intensity Illuminators
Bright Spot ....................................... 188 188 188 188 188 188
Bright Spot, Swivel .......................... 188SM 188SM 188SM 188SM 188SM 188SM
CoolBrite 3 ....................................... 08-00928 08-00928 08-00928 08-00928 08-00928 08-00928
CoolBrite 4i ...................................... 08-00923 08-00923 08-00923 08-00923 08-00923 08-00923

Film Jacket File
Upper ............................................... 08-00726 N/A N/A 08-00723 08-00726† 08-00726
Lower ............................................... N/A N/A N/A 08-00719 08-00719† 08-00719

Image Magnifier .......................................
Panoscope 2+ ................................. 08-00907 08-00907 08-00907 08-00907 08-00907 08-00907
Panoscope 3.5+ .............................. 08-00936 08-00936 08-00936 08-00936 08-00936 08-00936
Panoscope II ................................... 08-00993 08-00993 08-00993 08-00993 08-00993 08-00993

Instrument Mounting Arm‡
Fixed ................................................ 08-00717 08-00717 08-00717 08-00717 08-00717 08-00717
Pivoting ............................................ 08-00718 08-00718 08-00718 08-00718 08-00718 08-00718

Panel Viewers

........................................................MV200A MV200QT MV300A MV300QT
Desk or Shelf ..........................................Standard Standard Standard Standard
Film Activated Switch .............................N/A N/A N/A N/A
Foot Switch ............................................. Standard Standard Standard Standard
Frame Selection Keypad ........................MV200C Standard MV200C Standard
Movable Spotlight ...................................MV200T** MV200QTT** MV300T** MV300QTT**
Desktop High-Intensity Illuminators

Bright Spot ......................................188 188 188 188
Bright Spot, Swivel .........................188SM 188SM 188SM 188SM
CoolBrite 3 ......................................08-00928 08-00928 08-00928 08-00928
CoolBrite 4i .....................................08-00923 08-00923 08-00923 08-00923

Film Jacket File ......................................
Upper ..............................................N/A N/A N/A N/A
Lower ..............................................N/A N/A N/A N/A

Image Magnifier
Panoscope 2+ ................................08-00907 08-00907 08-00907 08-00907
Panoscope 3.5+ .............................08-00936 08-00936 08-00936 08-00936
Panoscope II ..................................08-00993 08-00993 08-00993 08-00993

Instrument Mounting Arm‡
Fixed ...............................................N/A N/A N/A N/A
Pivoting ...........................................N/A N/A N/A N/A

*  MS614A and MV4000A require two Foot Switches (one per belt).
** Model number for the entire viewer that includes an internal spotlight.
†  MV3200A includes a Film Jacket File within its viewing area; however, another file can be mounted below the desk or above the viewer, if desired.
‡  Specify left- or right-side mounting



21

General Radiology
800-231-1747 •  www.ssxray.com

Panel Viewers, Random Access

........................................................ MV48 MV72 MV112A MV112B MV216
Desk or Shelf ..........................................MV48AC (shelf); MV48AB MV72AB Standard Standard
Film Activated Switch .............................N/A N/A N/A N/A N/A
Foot Switch ............................................. N/A N/A N/A N/A N/A
Frame Selection Keypad ........................MV48RC* MV72RC* N/A N/A N/A
Movable Spotlight ...................................N/A N/A N/A N/A N/A

Desktop High-Intensity Illuminators
Bright Spot ...................................... 188 188 188 188 188
Bright Spot, Swivel .........................188SM 188SM 188SM 188SM 188SM
CoolBrite 3 ...................................... 08-00923 08-00923 08-00923 08-00923 08-00923
CoolBrite 4i .....................................08-00928 08-00928 08-00928 08-00928 08-00928

Film Jacket File
Upper ..............................................N/A N/A N/A N/A N/A
Lower ..............................................MV48AB** MV72AB** N/A N/A N/A

Image Magnifier
Panoscope 2+ ................................ 08-00907 08-00907 08-00907 08-00907 08-00907
Panoscope 3.5+ .............................08-00936 08-00936 08-00936 08-00936 08-00936
Panoscope II ..................................08-00993 08-00993 08-00993 08-00993 08-00993

Instrument Mounting Arm†
Fixed ...............................................N/A N/A N/A N/A N/A
Pivoting ...........................................N/A N/A N/A N/A N/A

* To faciliate remote frame selection; viewer includes a standard keypad for frame selection.
** This work table includes space for storing film jacket files.
†  Specify left- or right-side mounting.
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By supporting the weight of the film belt and providing the necessary “spooling” action, the Belt Changer
greatly simplifies the process of installing a new film belt on a RADX motorized viewer.  The risk of belt
damage during installation is practically eliminated and the detachable hand crank makes quick work of
removing the old belt in a neat and orderly manner.

08-00904 ........................................ for all S&S RADX viewers

���
�������


The CrystalFile is a rolling desk that can be attached to the S&S RADX CrystalViewer for increased
workspace and storage for film jacket files and work utensils such as pens and paper. It can be permanently
attached to the CrystalViewer’s desk or left free to be rolled around on its smooth, three-inch casters. The
CrystalFile does not extend beyond the viewer’s width, thus satisfying tight floor space requirements.

To fit individual work environments, the CrystalFile is available in left- and right-side versions.

08-00980L ...................................... for CrystalViewer, left side
08-00980R ...................................... for CrystalViewer, right side

��
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The S&S High-Intensity Illuminators are designed for viewing dense film areas.  These desktop illuminators
come in several styles to suit any radiology department’s needs.

Bright Spot

The Bright Spot illuminator includes a foot switch that lets the radiologist adjust the luminance intensity
for easy viewing. The illuminator can be mounted on a motorized viewer or to the wall, or it can be left
to stand on its plastic non-marring feet.

................................................188
Product Number ..................... 188
Lamp ......................................70 Watt, incandescent
Aperture Diameter (inches) ....4
Footswitch ..............................Standard
Dimensions (WxHxD) .............6 x 7.5 x 7 inches
Weight ....................................7 lbs.
Electrical ................................. 120 VAC, 60 Hz, 0.7 Amps
Listings ...................................UL and Canadian UL
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CoolBrite

Using a specially designed lamp and electronics, the CoolBrite illuminator produces very high
luminance, without the undesirable heat that is characteristic of “hot-lights”.  With their small footprint
and light weight, these illuminators are extremely portable and can be placed on a desktop, mounted to a
wall, or attached to an articulated instrument-mounting arm for optimum convenience.

................................................CB4i CB3
Product Number ..................... 08-00923 08-00928
Aperture Diameter (inches) ....0.7 to 4.4, adjustable 4.4
Footswitch ..............................Standard Standard
Film Activated .........................Standard Standard
Automatic Time-out Feature .. Approximately 2 minutes 2 minutes
Dimensions (WxLxD) .............8 x 13 x 3 inches 8 x 13 x 3 inches
Weight ....................................5.2 lbs. 4.8 lbs.
Electrical ................................. 117 VAC, 50/60 Hz, 0.75 Amps 117 VAC, 50/60 Hz, 0.75 Amps
Listings ...................................UL and Canadian UL UL and Canadian UL

���������������
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The S&S RADX model MV3000A has a 4-bank illuminator positioned above the motorized belt. The
illuminator can be configured with a switch that automatically illuminates the light panel when film is
inserted in the grip.

08-00710 ........................................ for Model MV3000A only
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Film Jacket Files, which have 25 slots for film jackets, can be used for increased storage of film jackets,
reports, films, documentation, etc. They can be mounted on top of the viewer or below the desk, depending
on viewer type.

Lower Mount File
08-00719 ........................................  for FlexiViewer, MV3000A, MV3200A and MV4000A

Due to the height of the General Radiography viewers, many users find the placement of the lower file
more convenient and accessible than top-mounted film jacket files.

Top Mount Files

08-00726 ........................................ for all S&S RADX General Radiography viewers, including MV200DT
08-00934 ........................................ for MS880 only
08-00982 ........................................ for CrystalViewer only

This upper file is more visible than the lower file and is accessible without bending or reaching below
the desktop of the viewer.
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The Foot Switch module enables hands-free operation of the film transport system on many motorized
viewers. The momentary action of the switch drives the film belt at low speed (like the manual travel
switch), allowing the film belt to be stopped in any position for optimal viewing flexibility.

20-00007 ........................................ for CrystalViewer, FlexiViewer, MS824, MS880, MV200DT, MV200DVS, MV3000A, MV3200A
and MV4000A*

MV220-2 ......................................... for VersaViewer, VistaViewer, MV220, MV220C, MV400 and MV400C

������
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When mounted to the frame of a motorized viewer, the Instrument Mounting Arm reduces workspace clutter
and positions the needed device at a convenient, adjustable location. Standard versions of these arms support
such ancillary devices as a Dictaphone  or the CoolBrite Illuminator.

AutoSelect
08-00059 ........................................ for most S&S RADX viewers

The AutoSelect is an optional handheld control system for most S&S RADX Motorized Viewers. Its
numeric keypad and display system allow quick, easy access to patient films. The AutoSelect provides
an added level of efficiency and productivity to motorized film viewing, whether the radiologist prefers
numeric entry, single-frame indexing keys (Next and Prior), momentary jog keys, or a Store/Recall
feature.

Automatic Controller

MV200C .......................................... for MV200A and MV300A

The MV200C is an automatic 50 push-button control system for the MV200A and MV300A Motorized
Viewers. At the push of a numbered button, the MV200C will select the desired panel, move it in the
fastest direction (forward or reverse) to the proper viewing position where it will automatically stop.

Hand Held Random Access Remote Control
MV48RC ......................................... for MV48
MV72RC ......................................... for MV72

This set of hand-held keypad controls are used for remote control of the MV48 and MV72, viewers for
use in lectures, conferences and teaching sessions. The unique hand-held unit allows the selection and
change of frames while retaining full freedom of movement for the operator and an unobstructed view of
the subject films for the members of the viewing audience.

���
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Panoscope
08-00907 ........................................2+ Diopter
08-00936 ........................................3.5+ Diopter

Especially valuable for mammography viewing, the Panoscope magnifies image detail while eliminating
extraneous light.

* MS614A and MV4000A require two Foot Switches (one per belt).
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Panoscope II

08-00993

Especially valuable for mammography viewing, the Panoscope II magnifies image detail while
eliminating extraneous light. The soft, shell that can be manipulated to the size and shape of the specific
area the radiologist wants to magnify. Moreover, it weighs only 7 ounces, so it’s comfortable to hold.
The Panoscope II contains two lenses, one at 1.5x magnification and a second of 1.0x which flips on top
of the first for a combined 2.5x magnification (5.0 Diopter).

�	
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When mounted to the frame of an S&S RADX motorized viewer, the Instrument Mounting Arm reduces
workspace clutter and positions the needed device at a convenient, adjustable location. Standard versions of
these arms support ancillary devices.

Fixed Arm
08-00717 for MS824, MS880, MV200DT, MV200DVS, MV220, MV400, MV800, MV3000A,

MV3200A and MV4000A
08-00985 ........................................ for CrystalViewer and FlexiViewer

The Fixed Arm provides adjustments for height, tilt, and rotation of the attached device.

Pivoting Arm

08-00718 for MS824, MS880, MV200DT, MV200DVS, MV220, MV400, MV800, MV3000A,
MV3200A and MV4000A

08-00986 ........................................ for CrystalViewer and FlexiViewer

In addition to height, tilt, and rotation adjustments, a joint at the base of the Pivot Arm allows it to pivot
at the point of attachment to the viewer, giving the user maximum control of the viewing position and
distance.

��������
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Many motorized viewers have the option for including an internal spotlight that can be quickly positioned
anywhere in the lower tier for added brightness when reading dense films.

On the S&S X-Ray models, the spotlight automatically locates the non-shaded region on the viewing surface
when it is activated.

08-00720 ........................................ for MV3000A, MV3200A and MV4000A
Add “S” to Model Number .............. for MV220 and  MV400
Add “T” to Model Number .............. for MV200A, MV200QT, MV300A and MV300QT
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08-00904 ....................................................... 23

Bright Spot
188 ................................................................ 23
188SM .......................................................... 23

�

CoolBrite
08-00923 ....................................................... 24
08-00928 ....................................................... 24

CrystalFile
08-00980L .................................................... 23
08-00980R .................................................... 23

CrystalViewer
08-00972 ....................................................... 2

�

Film Jacket Files - Lower Mount
08-00719 ....................................................... 24

Film Jacket Files - Top Mount
08-00713 ....................................................... 24
08-00726 ....................................................... 24
08-00934 ....................................................... 24
08-00982 ....................................................... 24

Film-Activated Switch
08-00710 ....................................................... 24

FlexiViewer
08-00976 ....................................................... 8

Foot Switches
20-00007 ....................................................... 25
MV220-2 ...................................................... 25

�

Hand Held Random Access Remote Control
MV112RC .................................................... 25
MV216RC .................................................... 25

�

Instrument Mounting Arms - Pivoting Arm
08-00718 ....................................................... 26
08-00986 ....................................................... 26

�
Movable Spotlight

08-00720 ....................................................... 26
MS614A Mammoscope

08-00941 ....................................................... 3
MS824

08-00984 ....................................................... 4
MS880

08-00987 ....................................................... 5
MV112A

MV112A ....................................................... 19
MV112B

MV112B ....................................................... 19
MV200QT

MV-200QT ................................................... 17
MV216

MV216 ......................................................... 20
MV220

MV220 ......................................................... 11
MV220C

MV220C ....................................................... 9
MV300A

MV300-A ..................................................... 16
MV300QT

MV-300QT ................................................... 17
MV3200A Panoramascope

08-00914 ....................................................... 13
MV400

MV400 ......................................................... 11
MV4000A Panoramascope

08-00704 ....................................................... 12
MV48

MV48 ........................................................... 18
MV72

MV72 ........................................................... 18
MV800

MV800 ......................................................... 6

�

Panoscope
08-00907 ....................................................... 25
08-00936 ....................................................... 25

Panoscope II
08-00993 ....................................................... 26
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Warranty Information

S&S Technology warrants its products to be free of defects in materials and workmanship.  This warranty
extends to the original purchaser for the period of time noted below.  The warranty is limited to rectifying such
defect and/or replacing such defective part, provided the part or the product is returned, shipping charges
prepaid, to the S&S factory and it is found by S&S on inspection, to be defective in material or workmanship.
The determination to repair or replace items covered under warranty shall be the sole right of S&S.

Brightness controls, variable transformers, electronic dimmers and rheostat foot switches will be replaced for
up to ninety days after purchase.  Glass heat shields, plexiglas viewing panels, lamps, cords and clips are not
covered by warranty.  Warranty time for all other items is one year from date of the S&S  invoice to the original
purchaser.

Labor costs are not covered by the warranty, except for the labor that is needed to replace or repair defective
parts in a complete product which has been returned to the S&S factory (freight charges must be prepaid).
Such product will then be returned to the purchaser F.O.B. factory.

Parts and products that have been improperly installed, overloaded, abused, damaged or altered in anyway are
not covered by this warranty.

Other than the above described obligations, S&S Technology assumes no further liability with respect to the
sale or use of its products.

�����	�������

Requests to return merchandise must be received by the office of S&S within thirty days from the date of the
S&S invoice.  Prior written authorization by S&S is required before merchandise is returned.  Returns are
F.O.B. factory and must have the shipping charges prepaid.  Merchandise is subject to inspection for salable
condition and a minimum handling and restocking charge of 25% or $25, whichever is higher.

Unauthorized Returns Will Not Be Accepted
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